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ANCILLARIES 

The information shown in these sheets is given in good faith as being true and although every effort of verification has been made before use, 

we cannot accept responsibility for any inaccuracy.THIS PRODUCT IS FOR THE PROFESSIONAL PAINTING OF ROAD VEHICLES BY 

QUALIFIED PERSONNEL 

LECHLER S.p.A.  22100 Como Italy – Via Cecilio,17 Tel. +39/031/586.111 

 

 

00880 - DILUENTE ANTISILICONE FAST 

  

    

Ready for use Use industrial paper 

or clean clothes 

    

DESCRIPTION 

Non aggressive solvent mixture of quick evaporation. 

USE 

Suitable as silicone remover and degreasing agent for surfaces to be painted. Suggested for use in cold 

weather. 

CHARACTERISTICS 

� Very high cleaning/degreasing power 

� Non aggressive neither on single-pack primers 

� Quick evaporation 

SUBSTRATE PREPARATION 

Surface ready to be painted. 

APPLICATION 

Apply with clean clothes as follows: 

� Wipe the rag wet with 00800 DILUENTE ANTISILICONE on the surface to clean. 

� Before the product has evaporated, dry with a clean cloth (never allow the product to evaporate on the 

surface). 

OVERCOATINGS 

Any topcoats within the Lechler car refinishing range. 
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